BEFORE YOU BEGIN

1 Unplug the computer and ground yourself

2 Remove side cover 1

3 Remove Front Bezel

HARD DRIVE - Location 1

1 Remove part

2 Remove / Replace cables

A = Old Drive
B = New Drive

HARD DRIVE - Location 2

1 Remove side cover 2

2 Remove cables

3 Remove part

4 Replace part

4 Replace cables

Note: Depending on your model number the Hard Drive could be positioned in Location 1 or Location 2.
**CD/DVD DRIVE**

1 Remove connectors

2 Remove part

3 Replace part

Your replacement kit may contain more parts than needed for the part you are replacing.

4 Replace connectors

All connectors are keyed for their intended location and should not require excessive force to plug in.

**EXPANSION/RAID CARD**

1 Lay down computer

2 Remove cables

3 Remove part

4 Replace part

5 Replace cables
**DISKETTE DRIVE**

1. Remove side cover 2

2. Remove cables

3. Remove part

4. Replace part

5. Replace cables

**6 - in - 1 MEDIA READER**

1. Remove side cover 2

2. Remove cable and part

3. Replace cable and part
POWER SUPPLY

1. Remove power supply

2. Remove power supply system connectors

3. Replace power supply

4. Replace power supply system connectors

©2003 Hewlett-Packard Development Company, L.P.
The information contained herein is subject to change without notice. Hp shall not be liable for technical or deitorial errors or ommissions contained herin.
Second Edition August 2003